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LUMINAIRE PHOTOMETRIC TEST REPORT

2700k-24 x 24-SP-4SL_IESNA95

Test Date: 2019-05-25

NAME: LP-24V-24x24-2700-ASL-SP TYPE:EOS LightPanel WEIGHT: 1500G
SPEC.: DIM.: SERIALNo.: EOS
MFR.:EOS SUR.: ShieldingAngle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 51.58 Im/W
MODEL f Imax(cd) 427.3 S/MH(C0/180) 1.47
NOMINAL POWER(W) 30 LOR(%) 96.5 S/MH(C90/270) 1.49
RATED VOLTAGE(V) 24 TOTAL FLUX(Im) 1625.7 n UP,DN(C0-180) 0.0,46.6
NOMINAL FLUX(Im) 1685.17 CIE CLASS DIRECT n UP,DN(C180-360) 0.0,49.8
LAMPS INSIDE 1 1 up(%) 0.0 CIBSE SHR NOM 1.50
TEST VOLTAGE(V) 2414 n down(%) 96.5 CIBSE SHR MAX 1.55
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
~ _ c0/180,135.9deg solt—1
©30/210,136.3deg 0.0 i7.0 34.0
o —_C60/240,136.8deg 2.50 0.4200  S(m)
AVERAGE BEAM ANGLE (50%):136.9 Dig/270/138.5deg 2.10 0.3300
_ 1.70 0.2100
1.30 0.1700
0.8400 0.1300
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C Range: 0 - 360DEG v Range: 0 - 90DEG
_?'“";"’a“d' z—l‘c’:_'EG y Interval: 0.5DEG
est Speed: Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN Test Distance:  9.180m [K=1.0000]

Remarks: DWY
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AAI Figure

WEIGHT: 1500G

TYPE: EOS LightPanel
SERIALNo.: EOS

SPEC.: DIM.:
MFR.:EOS SUR.: ShieldingAngle:
Flux out:1380 1lm
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Height Eavqg,Emax Bngle:136.09deg Diameter
Note: The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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C Range: 0 - 360DEG v Range: 0 - 90DEG
$ Intt;rval:d' E"(CJ:-'EG v Interval: 0.5DEG
est Speed: Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN Test Distance:  9.180m [K=1.0000]
2019-05-25 Remarks: DWY

Test Date:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LP-24V-24x24-2700-ASL-SP

SPEC.:

MFR.:EOS

Table--1

C(DEG)
y (DEG 0 5 10 15 20

TYPE: EOS Light Panel

DIM.:

SUR.:

WEIGHT:1500G
SERIALNo.: EOS

ShieldingAngle:

UNIT: cd

25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419
5 417 417 417 417 418 418 418 418 418 418 419 419 419 419 419 420 420 420 420
10 416 417 417 417 417 417 418 418 418 418 419 419 419 420 420 421 421 421 422
15 417 417 417 418 418 418 418 418 419 419 419 419 420 420 421 421 422 423 423
20 416 416 417 417 417 417 418 418 419 419 420 420 420 421 421 422 423 424 425
25 414 414 414 414 415 415 416 417 418 419 419 418 416 415 414 413 413 414 415
30 408 408 408 409 410 411 412 414 415 41 409 407 405 404 404 403 403 404 405
35 399 398 399 400 402 404 406 404 400 397 395 394 393 393 393 393 393 394 395
40 385 385 385 387 390 393 390 38 383 381 380 379 380 380 381 382 383 383 384
45 367 367 368 371 375 371 367 364 362 362 362 363 363 362 362 362 361 361 361
50 343 343 345 350 350 344 341 339 339 340 338 337 335 332 331 330 329 328 328
55 313 313 317 324 316 312 311 311 309 306 303 299 297 296 296 295 294 293 293
60 278 279 285 283 278 276 276 272 267 263 260 258 258 258 260 260 260 259 258
65 238 240 248 240 237 236 231 225 221 218 217 217 218 220 224 225 225 223 222
70 192 196 197 193 192 185 179 175 173 173 173 173 174 175 177 178 179 177 174
75 142 147 143 143 136 132 129 126 124 123 123 125 127 129 132 133 134 133 131
80 89.3 913 893 857 819 791 774 779 790 805 816 831 848 86.2 881 89.2 896 89.0 87.6
85 35.2 411 369 356 37.0 375 385 39.0 39.7 405 411 419 428 435 445 451 453 450 443
920 198 1.07 106 105 104 102 100 100 100 100 101 100 100 099 099 099 0.99 0.99 100
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C Range: 0 - 360DEG v Range: 0 - 90DEG

C Interval: 5.0DEG v Interval: 0.5DEG

TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293

Temperature: 25.3DEG Humidity: 65.0%

Operators:  DAMIN TestDistance:  9.180m [K=1.0000]

Test Date: 2019-05-25 Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LP-24V-24x24-2700-ASL-SP TYPE: EOS Light Panel WEIGHT:1500G
SPEC.: DIM.: SERIAL No.: EOS
MFR.:EOS SUR.: ShieldingAngle:
Table-2 UNIT: cd
C(DEG)
y(}’\ 95 100 105 110 M5 120 125 130 135 140 145 150 155 160 165 170 175 180 185
0 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419
5 420 421 421 421 421 421 421 421 421 421 421 421 421 421 421 421 421 421 421
10 422 423 423 423 423 423 423 424 424 423 423 423 423 423 423 422 422 422 422
15 424 424 425 425 425 425 425 425 425 425 424 424 424 424 423 423 423 423 422
20 426 426 427 427 427 427 426 426 426 425 425 424 424 423 423 422 422 422 422
25 M6 417 418 420 421 423 425 426 426 425 424 422 421 420 419 419 418 418 418
30 406 407 408 409 410 412 414 416 418 421 420 418 416 415 413 413 412 412 413
35 306 397 397 398 399 399 400 401 403 405 409 411 408 405 403 402 401 402 403
40 386 386 387 387 386 385 385 385 385 387 390 393 396 392 389 387 386 387 389
45 363 364 366 366 367 368 368 366 366 366 367 369 373 375 370 367 366 367 369
50 330 331 333 334 336 338 340 342 343 341 341 341 344 348 348 343 341 342 346
55 205 206 297 298 299 300 303 305 308 311 312 31 312 315 321 315 312 313 317
60 260 261 262 262 262 262 262 263 266 270 274 278 277 278 282 282 277 278 284
65 224 225 226 226 223 223 222 221 222 224 228 233 237 238 239 244 238 237 245
70 177 178 179 180 178 179 179 178 178 178 180 183 188 193 194 195 193 192 201
75 133 134 134 134 132 132 130 128 129 130 133 135 139 142 145 146 148 144 151
80 889 89.6 899 89.4 885 878 863 853 849 849 865 90.6 939 97.8 982 103 104 101 102
85 450 453 454 452 448 443 435 430 42.8 428 438 459 477 484 449 445 461 329 287
20 101 101 102 102 103 103 104 105 104 105 107 107 108 110 11 112 113 078 1.82
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
I:rs\::eprzf:;e: ;";g"DE . Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Humidity: 65.0%

Operator5_= DAMIN Test Distance: 9.180m [K=1.0000]
Test Date: 2019-05-25 Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LP-24V-24x24-2700-ASL-SP

TYPE: EOS Light Panel WEIGHT:1500G

SPEC.: DIM.: SERIALNo.:EOS
MFR.:EOS SUR.: ShieldingAngle:
Table--3 UNIT: cd
C(DEG)
M 190 195 200 205 210 215 220 225 230 235 240 245 250 255 260 265 270 275 280
(/] 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419
5 420 420 420 420 420 419 419 419 419 419 418 418 418 418 417 417 417 417 417
10 421 421 421 421 420 420 420 419 419 418 418 418 417 417 416 416 416 415 415
15 422 422 421 421 421 420 420 419 419 418 418 417 416 416 415 415 414 414 414
20 421 421 421 421 421 420 420 419 419 418 418 418 417 417 416 416 415 415 415
25 418 419 419 419 420 420 419 419 419 418 416 415 415 414 413 413 412 41 a1
30 413 414 415 416 417 416 416 414 413 412 411 410 410 410 410 409 409 408 407
35 404 406 409 410 410 408 405 404 403 403 404 404 405 406 406 406 405 404 403
40 391 395 398 398 395 393 391 391 391 393 394 397 398 400 402 403 402 401 399
45 374 379 380 378 375 374 374 375 377 380 382 383 384 386 387 388 387 387 386
50 352 356 354 352 351 351 353 356 357 357 357 357 358 359 360 361 360 360 360
55 326 326 323 322 323 326 327 327 325 324 324 325 327 329 330 332 331 332 332
60 291 289 287 289 292 291 289 288 288 288 290 292 295 298 301 303 303 303 304
65 250 247 249 252 250 248 247 248 249 252 256 259 264 268 271 273 273 274 275
70 201 202 205 204 202 202 204 207 210 213 216 219 223 227 229 231 230 232 233
75 151 154 155 155 156 157 159 161 163 165 167 170 173 177 179 180 179 181 182
80 103 103 108 108 109 108 108 110 112 15 17 120 123 126 128 129 128 129 130
85 349 46.0 561 583 580 580 589 609 628 651 677 703 73.0 756 772 778 772 779 779
90 216 276 3.77 5.93 8.00 9.07 104 120 137 159 184 20.8 232 253 264 269 26.2 26.5 258
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C Range: 0 - 360DEG v Range: 0 - 90DEG
C Interval: 5.0DEG v Interval: 0.5DEG
TestSpeed: HIGH Test System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%
Operators:  DAMIN TestDistance:  9.180m [K=1.0000]
Test Date: 2019-05-25

Remarks: DWY
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LP-24V-24x24-2700-ASL-SP
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TYPE: EOS Light Panel

eoslight.com

WEIGHT:1500G

SPEC.: DIM.: SERIAL No.:EOS
MFR.:EOS SUR.: Shielding Angle:
Table--4 UNIT: cd
C(DEG)
M 285 290 295 300 305 310 315 320 325 330 335 340 345 350 355
[0} 419 419 419 419 419 419 419 419 419 419 419 419 419 419 419
5 417 417 417 416 416 416 416 416 416 416 417 417 417 417 417
10 415 415 415 415 415 415 415 415 415 415 415 416 416 416 416
15 413 413 413 413 413 414 414 415 415 416 416 416 416 417 417
20 414 414 414 414 414 414 415 415 415 416 416 416 416 416 416
25 41 41 412 413 414 415 415 415 415 415 415 415 414 414 414
30 407 407 408 408 409 410 41 413 413 413 413 412 410 409 409
35 403 403 403 402 402 402 402 404 406 407 407 406 403 401 400
40 398 398 396 394 393 391 391 391 392 394 397 396 393 389 387
45 386 385 384 383 381 378 376 375 375 375 377 379 378 373 369
50 360 360 360 361 360 359 359 356 353 352 352 355 356 352 346
55 332 331 330 329 329 329 331 331 329 325 323 323 326 325 317
60 303 301 299 296 294 293 293 294 295 294 289 287 288 290 283
65 274 272 267 262 258 255 252 251 250 251 251 248 246 249 244
70 234 231 227 223 220 216 211 207 204 203 204 204 201 201 201
75 182 180 176 173 170 168 164 161 158 155 153 152 153 149 151
80 130 127 124 122 119 116 13 110 108 106 103 101 97.5 935 922
85 770 751 725 701 674 651 626 603 583 56.5 539 518 455 355 30.0
920 246 229 208 189 166 148 130 114 101 9.03 7.71 563 417 3.00 274
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C Range: 0 - 360DEG v Range: 0 - 90DEG
'?eI:tt;;I::d: zlg?_'EG ?;- Interval: ‘ 0.5DEG
est System: EVERFINE GO-2000A_V1 SYSTEM V2.0.293
Temperature: 25.3DEG Humidity: 65.0%

Operators: DAMIN
Test Date: 2019-05-25

Test Distance:

Remarks:

9.180m [K=1.0000]
DWY



